Special Plasters
Safety Data Sheet 



1. Identification

	Name of Substance or Preparation:
	FUTURFORM T Part B

	Unique Reference Number:
	FUTURFORM T B

	Supplier:
	Special Plasters
Unit 2 Benson Road
Hockley 

Birmingham
B18 5TD

	Telephone:
	0121 515 1555

	Fax:
	0121 515 4567


2. Composition and Ingredients

	Substance?
	No
	Substance Name:
	N/A

	CAS Number:
	N/A
	EC Index Number:
	N/A

	EEC Number:
	N/A


	Components Contributing to Hazard Classification
	% by Wt.
	CAS No.
	Hazard
	Risk phrases

	Toluene Di-isocyanate (TDI)
	<1%
	2647-62-5
	Toxic
	R26 – Very  toxic by inhalation

R36/37/38 – Irritating to eyes, respiratory system, and skin.

R40 – Limited evidence of a carcinogenic effect.

R42/43 - May cause sensitisation by inhalation and skin contact.

R52/53 – Harmful to aquatic organisms, may cause long-term adverse effects in the aquatic environment.


3. Hazards Identification

	Risk Phrases:
	R20

R42
	Harmful by inhalation

May cause sensitisation by inhalation

	Other Information:
	U5 – Do not allow ingress of moisture – Risk of pressure build up


4. First Aid Measures

	Immediate medical attention required?
	No

	Professional assistance from physician required?
	Yes

	Inhalation:
	Remove to fresh air and allow to rest. If not breathing give artificial respiration. Obtain medical attention and keep under observation for up to 48 hours as effects can be delayed.

	Skin Contact:
	Wash contaminated area with soap and water. Use skin cream to prevent dryness. Launder contaminated clothing.

	Eye Contact:
	Flush immediately with water for 10-15 minutes prising eyelids open with fingers. Seek medical attention.

	Ingestion:
	Do not induce vomiting and if conscious and alert give ½ litre of lukewarm water. Seek medical attention.


5. Fire Fighting Measures

	Extinguishing Media

	Suitable:
	Foam, dry chemical, CO2, water spray/fog/mist in large quantities

	Not to be used:
	Small quantities of water.

	Other Comments:
	Where large quantities are involved breathing apparatus should be used.

	Special Exposure Hazards:
	May produce toxic or corrosive when heated. 

	Special Fire Fighting Procedures:
	Evacuate downwind personnel.

	Protective Equipment Required:
	Positive pressure self-contained breathing apparatus should be used.


6. Accidental Release Measures

	Personal Precautions
	Evacuate unnecessary personnel. Wear suitable protective clothing including positive pressure self-contained breathing apparatus

	Environmental Precautions
	Do not allow to enter drains or watercourses

	Clean-Up Procedures
	DO NOT touch spilled material. Wear protective clothing including gloves and goggles. Supplies of suitable decontaminant should be readily available. Contact Special Plasters for details if required. Cover spillage with solid decontaminant, sawdust, sand or earth and sweep into open drums. Decontaminate and dispose of according to Local Authority Regulations. Wash spillage area with water and test for isocyanate vapours before allowing personnel into the area. 


7. Handling and Storage

	Handling
	Avoid contact with skin and eyes. Do not eat, drink or smoke when using this product. Avoid contact with water, alcohols, amines, or other products which react with isocyanates.

	Storage
	Keep away from heat, sparks and open flame. Contact with moisture liberates carbon dioxide gas, which can cause dangerous pressure build-up in closed containers. Store in a dry place at 5-25(C in tightly sealed original containers.


8. Exposure Controls

	Take Measures to Prevent:

	Build up of vapours. Contact with water or atmospheric moisture. Inhalation of vapour. Contact with skin and eyes.

	Exposure Control Limits:

	Isocyanates (all) - MEL: 
 
	Long Term (8 hour) 

Short Term (15 min.)
	0.02 mg/m3

0.07 mg/m3

	Respiratory Protection:

	Vapour levels should be maintained below the control limits. Where necessary use suitable breathing equipment.

	Hand Protection:

	Wear suitable gloves.

	Skin Protection:

	Wear suitable protective clothing.

	Eye Protection:

	Wear goggles or safety glasses. Locate eyewash bottle in immediate area of work.


9. Physical and Chemical Properties

	Appearance:
	Liquid
	Explosive Properties:
	N/A

	Colour:
	Pale yellow
	Oxidising Properties:
	N/A

	pH:
	N/A
	Relative Density:
	~ 1.03

	Boiling Point:
	N/M
	Solubility in Water:
	Insoluble, reacts with evolution of CO2

	Melting Point:
	N/M
	Other:
	- 

	Flashpoint:
	> 100(C 
	
	

	Key:
	N/A - Not Applicable,
N/M - Not Measured
	


10. Stability and Reactivity

	Conditions to Avoid:

	Excessive heat.

	Materials to Avoid:

	Acids, alcohols, amines, bases, water, steam, water mixtures, galvanised metals, copper and its alloys.

	Hazardous Decomposition Products:

	Oxides of nitrogen and carbon, hydrogen cyanide, other hazardous gaseous products.


11. Toxicological Information

	Acute Toxicity

	Inhalation
	Inhalation may cause difficulty breathing and headache. May cause sensitisation by inhalation.

	Skin Contact
	Prolonged contact may cause severe skin irritation.

	Eye Contact
	May result in severe irritation and possible damage to the cornea and impairment of vision. The effects of high vapour concentration may vary from slight irritation (with tearing and a burning sensation) to keratitis (inflammation of the cornea) and impairment of vision.

	Ingestion
	Gastroenteritis may result with any or all of the following symptoms: drowsiness, dizziness, disorientation, nausea, vomiting, diarrhoea, headache. May cause abdominal pain if swallowed.

	Chronic Toxicity

	Chronic Health Effects
	Repeated skin contact may cause irritation and allergic dermatitis. Repeated inhalation may also cause allergic sensitisation of the respiratory tract, resulting in coughing, wheezing, shortness of breath, chest tightness, and other asthma-like symptoms that may be life-threatening.

	Material Toxicity
	Interaction with other isocyanates may cross-react and cause similar sensitisation responses. Toluene diisocyanate (TDI) is a respiratory allergic sensitiser. Sensitive individuals may exhibit skin rash, wheezing, tightness of chest, and difficulty of breathing that may progress to a life-threatening inability to breathe. Chronic inhalation may cause lung damage.

	Special Health Effects
	Exposure may aggravate one or more of the following medical conditions: asthma or asthmatic bronchitic medical history, history or presence of allergic disease, cardiovascular disease.


12. Ecological Information

Not regarded as hazardous for the environment.

13. Disposal Considerations

	Likely residues and waste products:

	Dispose of in accordance with Local Authority requirements. Small quantities of waste should be reacted with polyol to neutralise prior to disposal. Empty drums should be decontaminated and scrapped.

	Safe handling of residues and waste product:

	Dispose of neutralised residues by controlled incineration or approved landfill in accordance with local authority regulations.


14. Transport Information

	Proper Shipping Name:
	-

	UN No.:
	-

	ADR/VLG:
	-

	ADNR/VBG:
	-

	RID/VSG:
	-

	IMO/IMDG:
	-

	ICAO/IATA:
	-


Not classified as hazardous for transport.

15. Regulatory Information

	Supply Label Information:

	HARMFUL (Xn)

	Risk Phrases:
	R20

R42
	Harmful by inhalation

May cause sensitisation by inhalation

	Safety Phrases:
	S26
	In case of contact with eyes, rinse immediately with plenty of water and seek medical advice

	
	S23
	Do not breathe gas/fumes/vapour/spray

	
	S38
	In case of insufficient ventilation, wear suitable respiratory equipment.

	
	S45
	In case of accident or if you feel unwell, seek medical advice immediately (show this label where possible)

	
	S60
	This material and its container must be disposed of as hazardous waste

	Other:
	P4 – Contains isocyanates. See information supplied by the manufacturer

	
	U5 – Do not allow ingress of moisture – Risk of pressure build up


16. Other Information

	Training advice:

	Please read all datasheets carefully. If any point remains unclear or if further training is required please contact Special Plasters.

	Recommended uses and restrictions:

	Isocyanate component for two-part casting elastomer. No other use recommended.

	Further information sources:

	Please refer to the Safety Data Sheet for the accompanying component for further information.


	Sources of key data used to compile this SDS:

	Raw material data. Occupational Exposure Limits 1997. Guidance Note EH40/98. Approved Supply List (CHIP Regulations 1996).


This Safety Data Sheet has been prepared and supplied in accordance with the Chemicals (Hazard Identification and Packaging) Regulations 1994 as amended for use by persons capable of understanding the information contained herein for the protection of the health and safety of users. 

It is therefore important that this data sheet is passed to the appropriate person so that the information may be acted upon if necessary.

NOTE: This SDS has been prepared from information we believe to be reliable, however it is provided without warranty, expressed or implied, as to its correctness. Since the conditions of handling, storage, use and disposal of this material are beyond our control we accept no responsibility whatsoever for any loss, damage or expense which results from the handling, storage, use or disposal of this material.
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