SPECIAL PLASTERS

MATERIAL SAFETY DATA SHEET
1. IDENTIFICATION OF PRODUCT AND COMPANY

Product:      Easy-Cast LT75 Part B
Company:  Special Plasters,  Unit 2 Benson Road, Hockley, Birmingham, B18 5TS, England.

                   Telephone 0121 515 1555  Facsimile 0121 515 4567.

                   Emergency Telephone: 0973 185030     (International +44 973 185030)

2. COMPOSITION          

 POLYURETHANE HARDENER  (POLYOL)

3. PHYSICAL AND CHEMICAL CHARACTERISTICS

BOILING POINT: N.A. 



SECIFIC GRAVITY:  1.1

VAPOUR PRESSURE (mm Hg): N.A.

MELTING POINT:  N.A.

VAPOUR DENSITY (AIR=1) >1.0

EVAPORATION RATE (Butyl Acetate =1) N.A.

SOLUBILITY IN WATER:  Slight     
APEARANCE & ODOUR: Dark brown liquid. 

  Slight aromatic odour

4. HAZARDOUS INGREDIENTS &  IDENTITY INFORMATION 

 INGREDIENTS


CAS#

APPROX. % 

EXPOSURE LIMITS

Aromatic Hydrocarbons              64742-94-5 
       20




Petroleum Hydrocarbons
         64742-11-6

       20

5. FIRST AID MEASURES

SKIN CONTACT 


-Wash with soap in flowing water or shower.

EYE CONTACT



-Wash with large quantities of water for several minutes.







Seek medical advice if irritation continues.

INGESTION



-Give large amounts of water.

INHALATION



-Remove to fresh air. If not breathing, give mouth to mouth resuscitation






  Seek medical advice

6. FIRE FIGHTING MEASURES

 FLASH POINT: Greater than >250 0F              
FLAMMABLE LIMITS:   N.A.            LEL: N.A   UEL: N.A.

EXTINGUISHING MEDIA:  Carbon Dioxide, Foam, Dry Chemicals.

SPECIAL FIRE FIGHTING PROCEDURES: Firefighters should wear full protective clothing, including positive pressure, self-contained breathing apparatus.

UNUSUAL FIRE AND EXPOSION HAZARDS:  Decomposition and combustion products may be toxic. 

This is a flammable liquid.

7. ACCIDENTAL RELEASE MEASURES

SPILL CONTAINMENT AND RECOVERY:    Wear protective clothing, evacuate all personnel not involved in cleanup. For minor spills, absorb with suitable absorbent (sawdust) and shovel into open head containers.

WASTE DISPOSAL METHOD:  May be incinerated or land-filled under conditions complying with Local Environmental Regulations. Do not discharge into waterways or sewer systems.

8. HANDLING AND STORAGE

8.1  Handling:   Material should be handled in accordance with good industrial safety and hygiene practices. Carbon dioxide may accumulate in the headspace of containers, which should be opened in ventilated surroundings.

8.2  Storage: Sealed containers should be stored between 50C and 250C.













PTO

9. EXPOSURE CONTROLS AND PERSONAL PROTECTION

8.1 Exposure controls

Local exhaust ventilation may be required in circumstances where the product is being sprayed, heated or dried.

8.2 Personal protection

Respiratory


-If TLV is exceeded use MSHA/NIOSH organic vapour respirator

Hand



-Rubber Gloves.

Eye



-Safety Goggles.

Skin



- Wash hands immediately after use.

Equipment


- Rubber apron, eye wash fountain, safety shower.



Ventilation


-Local exhaust:  preferred. Mechanical: acceptable.

9. REACTIVITY DATA

STABILITY:    Stable under recommended storage conditions.

INCOMPATABILITY (materials to avoid):   Avoid moisture to protect product quality.

HAZARDOUS DECOMPOSITION OR BYPRODUCTS:   Carbon dioxide, carbon monoxide, nitrogen oxides.

HAZARDOUS POLYMERISATION:          

-Will not occur.

CONDITIONS TO AVOID:                                         -Moisture and temperatures above 90 0F.

10. HEALTH HAZARD INFORMATION

SKIN CONTACT:  Prolonged or repeated exposure may cause skin irritation.

INHALATION:  Heated product may produce inhalable vapours.
EYES:  May cause temporary, reversible irritation.

CARCINOGENICITY:  NPT?  No

IARC MONOGRAPHS?  No  
OSHA REGULATED?  No

VENTILATION: Use local exhaust as necessary to maintain P.E.L.
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