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	1) Product Identification

                            Product Name 
                            Description 

                            Supplier   

                            Contact

  
	                    ARELSET SUPER PLASTIC FIRE CEMENT
                     (Ready Mixed)   Refractory Joint Cement

                   Special Plasters, Unit 2 Benson Road, Hockley

                     Birmingham B18 5TD   Tel 0121 515 1555

                   M. A Cerrone

	2)  Ingredients/Components

3) Health Hazard
	Alumino Silicate - CAS No. 1304-76-7

Sodium Silicate - CAS No. 1344-09-8

This product has a Crystalline Silica content greater than 2.5%.
IRRITANT :

May cause irritation to eyes and prolonged contact may be

irritating to skin.



	4) First Aid
    Measures                 Skin 
                                    Eyes

                                    Ingestion 


	Wash with warm soapy water. 

Rinse with copious amounts of clean water. Treat as foreign body

and seek medical attention. 

Do not induce vomiting. Remove material from mouth. Drink 1 or 2

glasses of milk/water and seek medical advice.



	5) Fire-Fighting
      Measures


	Product is heat resistant and non combustible. 

Flash point - not applicable.



	6) Accidental Release 
	Contain the spillage, wearing goggles, gloves and protective

clothing.

Cover with sand and shovel into containers.



	7) Handling & Storage
	Wear suitable eye/face protection, gloves and protective clothing.

Ensure adequate ventilation in working area. During wrecking, dust

concentration should be kept to a minimum and should not exceed

statutory requirements. Store in dry area away from frost and

fierce heat.
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	8) Exposure Controls/

Personal Protection         Ventilation
                               Respiratory protection.


	Maintain good ventilation/extraction during installation

and wrecking operation.

Use approved equipment - ie dust mask, if conditions so require.

Hand Protection Wear non-porous anti-slip gloves.

Eye Protection Wear suitable eye Other Protection Safety footwear and protective clothing are recommended. Practice good personal hygiene.



	9) Physical & Chemical 
Properties.
	Material is supplied ready mixed and is grey in colour. 

Material is slightly alkaline.

Chemical analysis - as per specification



	10) Stability & Reactivity 
	Stable in the form supplied.

May react violently with acids.



	11) Toxicological 
      Information 
	Ingestion : may result in burning sensation in mouth and throat,

inability to swallow and irritation of the gastro-intestinal tract with nausea and vomiting. Irritant to eyes and prolonged contact may be

irritating to skin.



	12) Ecological 
       Information


	Product is inert in the form supplied and is partially soluble in water.

	13) Disposal Considerations


	Before wrecking operations are carried out, customers are

advised to evaluate changes to the product that may be induced

by the introduction of substances and operating conditions

outside the control of the vendor.

Consult local, state or national regulations before disposal.



	14) Transport Information 
	Not classified as "Dangerous Goods"; therefore no special precautions are required.


	15) Regulatory Information 
	Classified R36/38 "Irritating to Eyes and Skin" under the rules of CHIP2.


	16) Other Information 


	Always wear protective clothing and apply good housekeeping

practices.




